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XDX Series Hose Reels

The high-performance and heavy-duty XDX Series Hose Reel is ideal for rugged indoor and outdoor use in truck dealerships, 
fleet maintenance, mining maintenance, public works garages, construction vehicle maintenance and service trucks. 
Features high-strength dual pedestals for reliable performance in extreme applications. 

Technical SpecificationsTypical Applications

Typical Fluids Handled

Extreme Performer

• Heavy-duty truck dealers
• Fleet maintenance
• Mining maintenance
• Public works garage
• Construction vehicle maintenance
• Heavy-duty mobile service trucks
• Mining
• Lube trucks

• Petroleum- and synthetic-based oils 
(motor, gear and ATF)

• Air
• Water
• Grease
• Antifreeze/coolant
• Windshield washer fluid

Heavy-Duty Adjustable Spring

Large Hose Capacity with Small Profile Durable Finish

Optional Adjustable Arm

Low-Friction Cartridge Swivel

Full-Flow Swivel

Powerful retraction performance that allows you to easily 
increase or decrease spring tension while the reel is 
pressurized with fluid.

Compact pedestal and spool fits into tight spaces and 
can accommodate 10.7-19.8 meters (35-65 foot) hose 
capacity for a wide variety of applications.

Baked-on enamel finish (four colors available) 
protects reel from corrosion.

Easily change to one of six arm positions to fit your 
application. Order with arm (XD models) or without  
(XN models).

Provides smooth reel performance with an  
easy-to-replace swivel cartridge, simplifying repairs.

Maximize material flow with minimal pressure drop for 
faster fills to get more vehicles through your shop.

Operating Temperature Range

Air/Water/Antifreeze/Windshield Washer Fluid -28°C to 87°C (-20°F to 190°F)

Oil -28°C to 87°C (-20°F to 190°F)

Grease -40°C to 93°C (-40°F to 200°F)

Wetted Parts

Air/Water/Antifreeze/Windshield Washer Fluid
Zinc-plated steel, stainless steel, anodized  
aluminum, nitrile rubber

Oil
Zinc-plated steel, anodized aluminum, 
nitrile rubber

Grease Zinc-plated steel, polyurethane, steel

Weight (Without Hose)

XD Models (With Adjustable Arm) 26.5 kg (59 lb)

XN Models (Without Arm) 23.5 kg (52 lb)

Sound Pressure Level 78 dB(A)

Sound Power Level 88 dB(A)

Instruction Manual 3A8626
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Dimensions

Typical Mounting Configurations

Available in
4 Colors
Consult factory 
for lead times.

XD Models (with Adjustable Arm) XN Models (without Arm)

XDX 10 XDX 20 XDX 20

A 196 mm (7.5 in) 196 mm (7.5 in) 196 mm (7.5 in)

B 412 mm (16.2 in) 460 mm (18.1 in) 460 mm (18.1 in)

C 533 mm (21.0 in) 594 mm (23.4 in) 594 mm (23.4 in)

D 457 mm (18.0 in) 508 mm (20.0 in) 508 mm (20.0 in)

E 470 mm (18.5 in) 533 mm (21.0 in) –

F 571 mm (22.5 in) 640 mm (25.2 in) –

XD Models XN Models

Ceiling Mount
Bench/ 

Truck MountWall Mount
Truck Mount with Remote Mounted Roller 

Guide

Black (D)Metallic Blue (B)
Standard In-Stock Color

Yellow (F) White (A)
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ABOUT GRACO Founded in 1926, Graco is a world leader in fluid handling systems and components. Graco products  
move, measure, control, dispense and apply a wide range of fluids and viscous materials used  
in vehicle lubrication, commercial and industrial settings.

The company’s success is based on its unwavering commitment to technical excellence, world-class 
manufacturing and unparalleled customer service. Working closely with qualified distributors, Graco  
offers systems, products and technology that set the quality standard in a wide range of fluid handling  
solutions. Graco provides equipment for spray finishing, protective coating, paint circulation, lubrication,  
and dispensing sealants and adhesives, along with power application equipment for the contractor 
industry. Graco’s ongoing investment in fluid management and control will continue to provide  
innovative solutions to a diverse global market.


