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AirPro Auto

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .100 psi (0.7 MPa, 7 bar)
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .100 psi (0.7 MPa, 7 bar)
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50 psi (0.34 MPa, 3.4 bar)
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120  F (49  C)

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1.5 lb (680 g)
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  2.0 lb (907 g)

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  3/8 
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  3/8 
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1/4 
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1/4 in npsm
  . . . . . . . . . . . . . . . . . . . . . . . . .  UHMWPE PTFE PEEK

 ( ). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.3 in L x 3.0 in H x 2.0 in W
 ( 135 mm x  76 mm x  51 mm)

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  6.4 in (163 mm)
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  313516

HVLP Compliant

 PEEK 

-
1.5 lb (680 g)



1.  ( )

2.  ( HVLP Compliant)

3. 

4. 

5. 

6. 

in (mm) oz/min (l/min)
/

24B333 0.020 (0.5) 2–6 (0.06–0.18) 24B544 24B332
24A747 0.030 (0.8) 4–10 (0.12–0.30) 24B544 24A687
24A748 0.042 (1.1) 8–14 (0.24–0.42) 24B544 24A688
24A749 0.055 (1.4) 12–18 (0.36–0.54) 24B544 24A689
24A750 0.070 (1.8) 16–20 (0.48–0.60) 24B545 24A690
24B334 HVLP 0.020 (0.5) 2–6 (0.06–0.18) 24B539 24B332
24A754 HVLP 0.030 (0.8) 4–10 (0.12–0.30) 24B539 24A687
24A755 HVLP 0.042 (1.1) 8–14 (0.24–0.42) 24B539 24A688
24A756 HVLP 0.055 (1.4) 12–18 (0.36–0.54) 24B539 24A689
24A757 HVLP 0.070 (1.8) 16–20 (0.48–0.60) 24B539 24A690
24B335 Compliant 0.020 (0.5) 2–6 (0.06–0.18) 24B540 24B332
24A761 Compliant 0.030 (0.8) 4–10 (0.12–0.30) 24B540 24A687
24A762 Compliant 0.042 (1.1) 8–14 (0.24–0.42) 24B540 24A688
24A763 Compliant 0.055 (1.4) 12–18 (0.36–0.54) 24B540 24A689
24A764 Compliant 0.070 (1.8) 16–20 (0.48–0.60) 24B540 24A690

in (mm) oz/min (l/min)
/

24A751 0.030 (0.8) 4–10 (0.12–0.30) 24B544 24A687
24A752 0.042 (1.1) 8–14 (0.24–0.42) 24B544 24A688
24A753 0.055 (1.4) 12–18 (0.36–0.54) 24B544 24A689
24A758 HVLP 0.030 (0.8) 4–10 (0.12–0.30) 24B539 24A687
24A759 HVLP 0.042 (1.1) 8–14 (0.24–0.42) 24B539 24A688
24A760 HVLP 0.055 (1.4) 12–18 (0.36–0.54) 24B539 24A689
24A765 Compliant 0.030 (0.8) 4–10 (0.12–0.30) 24B540 24A687
24A766 Compliant 0.042 (1.1) 8–14 (0.24–0.42) 24B540 24A688
24A767 Compliant 0.055 (1.4) 12–18 (0.36–0.54) 24B540 24A689

in (mm) oz/min (l/min)
/

24A774 0.059 (1.5) 12–18 (0.36–0.54) 24B537 24A693
24A775 0.070 (1.8) 16–20 (0.48–0.60) 24B536 24A694
24B336 0.086 (2.2) >20 (>0.60) 24B536 24B358
24A776 HVLP 0.059 (1.5) 12–18 (0.36–0.54) 24B541 24A695
24A777 HVLP 0.070 (1.8) 16–20 (0.48–0.60) 24B542 24A696
24A778 Compliant 0.059 (1.5) 12–18 (0.36–0.54) 24B538 24A695
24A779 Compliant 0.070 (1.8) 16–20 (0.48–0.60) 24B543 24A696
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288221 
288217 
288223 
288160 
  

288197 
 

288091 
  
24B609 
  
24B707 
  

HVLP 

: HVLP  10 psi 
(0.7 bar, 70 kPa).

289563  HVLP
289568  HVLP 0.059 in. (1.5 mm)
289569  HVLP 0.070 in. (1.8 mm)
289566  HVLP HVLP 

in (mm) oz/min (l/min)
/

24A768 0.030 (0.8) 4–10 (0.12–0.30) 24B533 24A691
24A769 0.040 (1.0) 8–14 (0.24–0.42) 24B533 24A692
24A770 HVLP 0.030 (0.8) 4–10 (0.12–0.30) 24B535 24A691
24A771 HVLP 0.040 (1.0) 8–14 (0.24–0.42) 24B535 24A692
24A772 Compliant 0.030 (0.8) 4–10 (0.12–0.30) 24B534 24A691
24A773 Compliant 0.040 (1.0) 8–14 (0.24–0.42) 24B534 24A692

in (mm)

0.020-0.055 
(0.5-1.4)

24B667 24B671

0.070 (1.8) 24B668 24B672

HVLP 0.020-0.070 
(0.5-1.8)

24B665 24B669

Compliant 0.020-0.070 
(0.5-1.8)

24B666 24B670


